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NOTE: ALL PIPING AND VALVES FOR

DETAIIL B SHALL BE RATED FOR 300 PSI.

VALVE & FITTING SCHEDULE

NO. DESCRIPTION SIZE SIZE JOINT

1 DIP NIPPLE 6" 8"

FLG x PE (125#)

2 SADDLE  2" 2.5" N/A

3

AIR VAC VALVE

2" 2.5"

FLG (ANSI 150#)

4 GATE VALVE 6" 8"

FLG (150#)

5 DIP NIPPLE 6" 8"

FLG x PE (125#)

6 FLANGE COUPLING ADAPTER 6" 8"

FLG (250#)

7

PRESSURE REDUCING VALVE (CLA-VAL 90-01)

6" 8"

FLG (ANSI 300#)

8

GATE VALVE (RESILIENT SEAT)

6" 8"

FLG (250#)

9

REDUCING TEE

6" x 2" 8" x 2.5"

FLG (250#)

10 DIP NIPPLE 6" 8"

FLG x PE (250#)

11 FLANGE ADAPTER 6" x 2" 8" x 2.5" N/A

12

GATE VALVE (600# WOG THREADED)

2" 2.5" N/A

13

90° ELBOW (THREADED GALVANIZED)

2" 2.5" N/A

14 THREADED GALVANIZED NIPPLE 2" 2.5" N/A

15

PRESSURE REDUCING VALVE (CLA-VAL 690-01) THREADED

2" 2.5" N/A

16 THREADED GALVANIZED NIPPLE 2" 2.5" N/A

17

90° ELBOW (THREADED GALVANIZED)

2" 2.5" N/A

18

GATE VALVE (THREADED 600# WOG)

2" 2.5" N/A

19

PIPE SUPPORT (STANDON MODEL S92 - 4 REQUIRED)

SIZE FOR PIPE

20

MEGA LUG (THRUST RESTRAINT)

SIZE FOR PIPE

   PRESSURE GAUGE DETAIL   

N.T.S.

  PRESSURE GAUGE DETAIL  

N.T.S.

PRV VAULT SECTION

N.T.S.

PRV VAULT PLAN VIEW

N.T.S.

3/4" BRASS NIPPLE

3/4"  x 1/2" x 1/2"

BRASS TEE

1/2" BRASS VALVE

4" DIA.

PRESSURE

GAUGE (0-300

PSI)

1/2" BRASS

NIPPLE

1/2" SAMPLING

TAP

3/4" BALL

VALVE

B

A

1/2" BALL VALVE

1/2" BRASS

NIPPLE

4" DIA.

PRESSURE

GAUGE (0-200

PSI)

2 3 9 4 5 6 7 8
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12

12'x6' PRECAST VAULT

WITH HS-20 LOADING

STEEL REINFORCED

PLASTIC MANHOLE STEPS

@ 12" O.C. IN LINE AND ON

SAME SIDE AS OPENING

A D&L 1180 OR EQUIVALENT MANHOLE

FRAME AND LID RECESSED 1/4" BELOW

FINISHED GRADE. LID MUST BE

LABELED "WATER" WITH 1 7/8" HOLE

FINISH GRADE

(1' HIGHER

THAN EXISTING

GRADE)

MIN. OF 3' OF 3/4"

WASHED DRAIN ROCK.

BELOW FOOTING

NOTES:

1. RESTRAIN ALL JOINTS.

2. CLA-WALS TO HAVE SS TRIM

SEE DETAIL "B"

SEE DETAIL "A"

APWA 31 05

WEED FABRIC

MEGA LUG

FOLLOWER  FOR

THRUST RESTRAINT

MEGA LUG

FOLLOWER  FOR

THRUST RESTRAINT

20 20

LINK SEAL THROUGH

BLOCKOUT

MANHOLE LID TO BE

LOCATED ABOVE LOWEST

FINISH GRADE
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2
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SCALE:

DATE:

N.T.S.

2/14/2018

CONSTRUCTION STANDARDS

PRV DETAIL

DRAWN BY:

CHECKED BY:

STANDARD #

DPM
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